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TAU Performance System® is a portable profiling and tracing toolkit for performance analysis of paral-
lel programs written in Fortran, C, C++, Java, and Python. TAU (Tuning and Analysis Utilities) is cap-
able of gathering performance information through instrumentation of functions, methods, basic blocks,
and statements. The TAU API also provides selection of profiling groups for organizing and controlling
instrumentation. Callsto the TAU API are made by probes inserted into the execution of the application
via source transformation, compiler directives or by library interposition.

This guide is organized into different sections. Readers wanting to get started right way can skip to the
Common Profile Requests section for step-by-step instructions for obtaining difference kinds of per-
formance data. Or browse the starters guide for a quick reference to common TAU commands and vari-
ables.

TAU can be found on the web at: http://tau.uoregon.edu

viii


http://tau.uoregon.edu

Chapter 1. Tau Instrumentation

TAU provides three methods to track the performance of your application. Library interposition using
tau_exec, compiler directives or source transformation using PDT. Here is a table that lists the features/
requirement for each method:

Table 1.1. Different methods of instrumenting applications

Method Requires |Requires |Shows Routine- |Low level|Throttling |Ability to
recompil- |PDT MPI level event |events to reduce|exclude file
ing events (loops, overhead |from in-

phases, strumenta-
etc...) tion

Interposi- Yes Yes

tion

Compiler |Yes Yes Yes Yes Yes

Source Yes Yes Yes Yes Yes Yes Yes

The requirements for each method increases as we move down the table: tau_exec only requires a sys-
tem with shared library support. Compiler based instrumentation requires re-compiling that target ap-
plication and Source instrumentation aditionally requires PDT. For this reason we often recommend that
users start with Library interposition and move down the table if more features are needed.

1.1. Dynamic instrumentation through library
pre-loading

Dynamic instrumentation is achieved through library pre-loading. The libraries chosen for pre-loading
determine the scope of instrumentation. Some options include tracking MPI, io, memory, cuda, opencl
library calls. MPI instrumentation is included by default the others are enabled by command-line options
totau_exec. More info at the t au_exec manual page. Dynamic instrumentation can be used on
both uninstrumented binaries and binaries instrumented via one of the methods below, in this way differ-
ent layers of instrumentation can be combined.

Touset au_exec place thiscommand before the application executable when running the application.
In this example 1O instrumentation is requested.

% tau_exec -io ./a.out
% npirun -np 4 tau_exec -io ./a.out

1.2. TAU scripted compilation

For more detailed profiles, TAU provides two means to compile your application with TAU: through
your compiler or through source transformation using PDT.

1.2.1. Compiler Based Instrumentation

TAU provides these scripts: tau _f90.sh, tau_cc.sh, and tau_cxx.sh to instrument and compile Fortran, C,
and C++ programs respectively. Y ou might use tau_cc.sh to compile a C program by typing:
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% nodul e | oad tau
% tau_cc.sh -tau_options=-opt Conpl nst sanpl ecprogram c

On machines where a TAU module is not available, you will need to set the tau makefile and/or options.
The makefile and options controls how will TAU will compile you application. Use

%tau_cc.sh -tau_nakefil e=[path to nakefile] \
-tau_options=[ option] sanpl ecprogramc

The Makefile can be found in the /[ arch] / | i b directory of your TAU distribution, for example /
x86_64/1i b/ Makefil e.tau-npi-pdt.
You can also use a Makefile specified in an environment variable. To run tau_cc.sh so it uses the Make-

file specified by environment variable TAU_MAKEFI LE, type:

%export TAU MAKEFI LE=[path to tau]/[arch]/lib/[makefil e]
%export TAU_OPTI ONS=- opt Conpl nst
%t au_cc. sh sanpl eCprogram c

Similarly, if you want to set compile time options like selective instrumentation you can use the
TAU_OPTI ONS environment variable.

Source Based Instrumentation

TAU provides these scripts: tau f90.sh, tau_cc.sh, and tau_cxx.sh to instrument and compile Fortran, C,
and C++ programs respectively. Y ou might use tau_cc.sh to compile a C program by typing:

% nodul e | oad tau
% tau_cc.sh sanpl ecprogramc

When setting the TAU_MAKEFILE make sure the Makefile name contains pdt because you will need
aversion of TAU built with PDT.

A list of options for the TAU compiler scripts can be found by typing man t au_conpi |l er. sh orin
this chapter of the reference guide.

Options to TAU compiler scripts

These are some commonly used options available to the TAU compiler scripts. Either set them via the
TAU_OPTI ONS environment variable or the -tau_options= option to tau_f90. sh,
tau_cc.sh, or tau_cxx.sh

- opt Ver bose Enable verbose output (default: on)

- opt KeepFi | es Do not remove intermediate files

- opt Shar ed Use shared library of TAU (consider whenusingt au_exec
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1.3. Selectively Profiling an Application
1.3.1. Custom Profiling

TAU dlows you to customize the instrumentation of a program by using a selective instrumentation file.
This instrumentation file is used to manually control which parts of the application are profiled and how
they are profiled. If you are using one of the TAU compiler wrapper scripts to instrument your applica
tion you can use the -t au_opt i ons=- opt TauSel ect Fi | e=<fi | e> option to enable selective
instrumentation.

Note

o Selective instrumentation is only available when using source-level instrumentation (PDT).

To specify a selective instrumentation file, create atext file and use the following guide to fill it in:

e Wildcards for routine names are specified with the # mark (because * symbols show up in routine
signatures.) The # mark is unfortunately the comment character as well, so to specify aleading wild-
card, place the entry in quotes.

»  Wildcardsfor file names are specified with * symbols.

Here is a exanple file:

#Tell tau to not profile these functions
BEG N_EXCLUDE_LI ST

void quicksort(int *, int, int)

# The next line excludes all functions beginning with "sort_
# argunments "int *"

voi d sort_#(int *)

voi d interchange(int *, int *)

and havi ng

END_EXCLUDE_LI ST

#Excl ude these files fromprofiling
BEG N_FI LE_EXCLUDE_LI ST

*.so

END FI LE EXCLUDE LI ST

BEG N_| NSTRUVENT _SECTI ON

# A dynami c phase will break up the profile into phase where

# each events is recorded according to what phase of the application
# in which it occured.

dynam ¢ phase name="fool bar" file="foo.c" |ine=26 to |ine=27

# instrunent all the outer loops in this routine
| oops file="loop_test.cpp" routine="nultiply"

# tracks nenory all ocations/deallocations as well as potential |eaks
nmenory file="foo.f90" routine="INT"

# tracks the size of read, wite and print statenments in this routine
io file="foo.f90" routine="Rl NB"

3
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END_I NSTRUMVENT _SECTI ON

Selective instrumentation files can be created automatically from Par aPr of by right clicking on atria
and selectingthe Cr eat e Sel ective Instrumentation Fil e menuitem.




Chapter 2. Profiling

This chapter describes running an instrumented application, generating profile data and analyzing that
data. Profiling shows the summary statistics of performance metrics that characterize application per-
formance behavior. Examples of performance metrics are the CPU time associated with a routine, the
count of the secondary data cache misses associated with a group of statements, the number of times a
routine executes, etc.

2.1. Running the Application

After instrumentation and compilation are completed, the profiled application is run to generate the pro-
file data files. These files can be stored in a directory specified by the environment variable PRO-

FI LEDI R. By default, profiles are placed in the current directory. Y ou can aso set the TAU_VERBOSE
enviroment variable to see the steps the TAU measurement systems takes when your application is run-
ning. Example:

% set env TAU VERBCSE 1
% set env PROFI LEDI R / horre/ sameer / profi |l edat a/ experi ment 55
Y% npirun -np 4 matrix

Other environment variables you can set to enable these advanced MPI measurement features are
TAU_TRACK MESSAGE to track MPI message statistics when profiling or messages lines when tracing,
and TAU_COWM MATRI X to generate MPI communication matrix data.

2.2. Reducing Performance Overhead with
TAU THROTTLE

TAU automatically throttles short running functions in an effort to reduce the amount of overhead asso-
ciated with profiles of such functions. This feature may be turned off by setting the environment variable
TAU_THROTTLE to 0. The default rules TAU uses to determine which functions to throttle is: nunt-

alls > 100000 && usecs/call < 10 which means that if a function executes more than
100000 times and has an inclusive time per call of less than 10 microseconds, then profiling of that func-
tion will be disabled after that threshold is reached. To change the values of numcalls and usecg/call the
user may optionally set environment variables:

% setenv TAU_THROTTLE_NUMCALLS 2000000
% setenv TAU THROTTLE PERCALL 5

The changes the values to 2 million and 5 microseconds per call. Functions that are throttled are marked
explicitly in there names as THROTTLED.

2.3. Profiling each event callpath

You can enable callpath profiling by setting the environment variable TAU_CALLPATH. In this mode
TAU will recorded the each event callpath to the depth set by the TAU_CALLPATH_DEPTH environ-
ment variable (default is two). Because instrumentation overhead will increase with the depth of the call-
path, you should use the shortest call path that is sufficient.
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2.4. Using Hardware Counters for Measurement

Performance counters exist on many modern microprocessors. They can count hardware performance
events such as cache misses, floating point operations, etc. while the program executes on the processor.
The Performance Data Standard and APl (PAPI [ http://icl.cs.utk. edu/ papi/]) pack-
age provides a uniform interface to access these performance counters.

To use these counters, you must first find out which PAPI events your system supports. To do so type:

% papi _avail

Avai |l abl e events and hardware i nformation.
Vendor string and code : Aut henti cAMD (2)
Model string and code : AMD K8 Revision C (15)
CPU Revi si on : 2.000000

CPU Megahertz : 2592. 695068

CPU s in this Node 4

Nodes in this System 1

Total CPU s 4

Nurmber Hardware Counters : 4

Max Mul tiplex Counters . 32

The follow ng correspond to fields in the PAPI _event _info_t structure.

Nare Code Avai | Deriv Descri ption (Note)
PAPI L1 DCM 0x80000000 Yes Yes Level 1 data cache mi sses

PAPI L1 I CM 0x80000001 Yes Yes Level 1 instruction cache mi sses

Next, to test the compatibility between each metric you wish papi to profile, use
papi _event _chooser:

papi /util s> papi _event_chooser PAPI _LD INS PAPI _SR INS PAPI _L1_DCM
Test case event Chooser: Avail abl e events which can be added with given

events.

Vendor string and code . Genuinelntel (1)
Model string and code ; ITtanium 2 (2)
CPU Revi sion : 1.000000

CPU Megahertz : 1500. 000000

CPU s in this Node : 16

Nodes in this System 1

Total CPU s : 16

Nunber Hardware Counters : 4

Max Mul tiplex Counters . 32

Event PAPI _L1 DCM can't be counted with others

Here the event chooser tells us that PAPI_LD_INS, PAPI_SR INS, and PAPI_L1 DCM are incompat-
ible metrics. Let try again thistime removing PAPI_L1 DCM:

% papi /util s> papi _event _chooser PAPI LD INS PAPI SR INS
Test case event Chooser: Avail abl e events which can be added with given
events.

Vendor string and code . Genuinelntel (1)
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Model string and code  Itanium 2 (2)
CPU Revi si on : 1.000000

CPU Megahertz : 1500. 000000
CPU s in this Node : 16

Nodes in this System 1

Total CPU s . 16

Nurmber Hardware Counters : 4

Max Mul tiplex Counters . 32

Usage: event Chooser NATI VE| PRESET evt1l evet2 ...

Here the event chooser verifiesthat PAPI_LD INSand PAPI_SR_INS are compatible metrics.

Next, make sure that you are using a makefile with papi inits name. Then set the environment variable
TAU_NMETRI CSto acolon delimited list of PAPI metrics you would like to use.

setenv TAU METRI CS PAPI _FP_OPS\: PAPI _L1_DCM

In addition to PAPI counters, we support TIME (via unix gettimeofday). On Linux and CrayCNL sys-
tems, we provide the high resolution LINUXTIMERS metric and on BGL/BGP systems we provide
BGLTIMERS and BGPTIMERS.




Chapter 3. Tracing

Typically, profiling shows the distribution of execution time across routines. It can show the code loca
tions associated with specific bottlenecks, but it can not show the temporal aspect of performance vari-
ations. Tracing the execution of a parallel program shows when and where an event occurred, in terms
of the process that executed it and the location in the source code. This chapter discusses how TAU can
be used to generate event traces.

3.1. Generating Event Traces

To enable tracing with TAU, set the environment variable TAU_TRACE to 1. Similarly you can enable/
disable profile with the TAU_PROFI LE variable. Just like with profiling, you can set the output direct-
ory with aenvironment variable:

% set env TRACEDI R /users/saneer/tracedat a/ experi nent 56
This will generate a trace file and an event file for each processor. To merge these files, use the

tau_treenerge. pl script. If you want to convert TAU trace file into another format use the
tau2otf,tau2vtf,ortau2sl og2 scripts.




Chapter 4. Analyzing Parallel
Applications

4.1. Text summary

For a quick view summary of TAU performance, use ppr of It reads and prints a summary of the TAU
data in the current directory. For performance data with multiple metrics, move into one of the director-
ies to get information about that metric:

% cd MULTI __P_WALL_CLOCK_TI ME
% ppr of
Reading Profile files in profile.*

NCDE 0; CONTEXT 0; THREAD 0:

ol me Excl usi ve I ncl usi ve #Cal | #Subrs | ncl usive Nane
nsec total nsec usec/ cal |
100.0 24 590 1 1 590963 mai n
95.9 26 566 1 2 566911 nultiply
47.3 279 279 1 0 279280 nul ti pl y-opt
44. 1 260 260 1 0 260860 nul tiply-regul a

4.2. ParaProf

To launch ParaProf, execute paraprof from the command line where the profiles are located. Launching
ParaProf will bring up the manager window and a window displaying the profile data as shown below.

Figure4.1. Main Data Window

X < uintah16.ppk/p ”THE”?|

File Options Windows Help

Metric: P_WALL CLOCK_TIME
alue: Exclusive

st dev. T e W o] [l W [ —
mean [ e e e o] [ (el e 1 —
nct0,0,0 e e i [ ] (el ([0 ] [—
et 1,00 T e e ] | (] el ] —
nct2,00 T e ] e ol [ el el T —
nct3,00 e ] N o] [ el bl [T —
not 40,0 T e— o ] ] [ el el {1 —
nct5,0,0 e e ] [ el el [ —
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For more information see the ParaProf section in the reference guide.
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4.3. Jumpshot

To use Argonne's Jumpshot (bundled with TAU), first merge and convert TAU traces to slog2 format:

% tau_treemnerge. pl
% tau2sl og2 tau.trc tau.edf -o tau.slog2
% j unpshot tau. sl og2

Launching Jumpshot will bring up the main display window showing the entire trace, zoom in to see
more detail.
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Chapter 5. Quick Reference

tau_run
TAU's binary instrumentation tool

tau_cc. sh -tau_opti ons=- opt Conpl nst / tau_cxx. sh -
tau_opti ons=-opt Conpl nst / tau _f90.sh -tau_opti ons=-opt Conpl nst
Compiler wrappers (Compiler instrumentation)

tau_cc.sh / tau _cxx.sh / tau f90.sh
Compiler wrappers (PDT instrumentation)

TAU MAKEFI LE
Set instrumentation definition file

TAU_OPTI ONS
Set instrumentation options

dynam ¢ phase nane=' nane' file="fil enane' line=start line # to
line=end _|ine_ #
Specify dynamic Phase

| oops file="filenane' routine=routine nane'
Instrument outer loops

menory file="filename' routine='routine nane'
Track memory

io file="filenanme' routine='routine nane'
Track 10

TAU_PROFI LE / TAU_TRACE
Enable profiling and/or tracing

PRCFI LEDI R / TRACEDI R
Set profile/trace output directory

TAU_CALLPATH=1 / TAU_CALLPATH_DEPTH
Enable Callpath profiling, set callpath depth

TAU_THROTTLE=1 / TAU _THROTTLE_NUMCALLS / TAU THROTTLE_PERCALL
Enable event throttling, set number of call, percall (us) threshold

TAU_METRI CS
List of PAPI metricsto profile

tau_treenerge. pl
Merge traces to onefile

tau2otf / tau2vtf / tau2slog2
Trace conversion tools
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Chapter 6. Some Common Application
Scenario

6.1. Q. What routines account for the most
time? How much?

A. Create aflat profile with wallclock time.

Figure6.1. Flat Profile

Metric: P_VIRTUAL_TIME
Value: Exclusive
Units: seconds

9647.318 LEQ_IKSWEEPT
4357.213 | LEQ_BICGSOT
2669.887 [ | LEQ_MATVECT
1777.752 M SOLVE_SPECIES_EQ
1417.986 [ | SOLVE_LIN_EQ
1026.448 @l PHYSICAL_PROP
783.402 [ | RRATES
682.376 L] LEQ_MSOLVET
530.858 [ INIT_AB_M
463.788 [ | CALC_MASS_FLUX_SPHR
446.025 [] NIT_MU_S
421747 || CALC_RESID_S
381.363 [] SOLVE_ENERGY_EQ
371.199 || SOURCE_PHI
258.829 [| DRAG_GS

Here is how to generate a flat profile with MPI

% set env TAU MAKEFI LE /opt/apps/tau/tau-2.17.1/x86_64/1i b/ Makefil e.tau- npi - pdt - pgi
% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bi n $pat h)

% make F90=t au_f 90. sh

(O edit Makefile and change F90=t au_f 90. sh)
% gsub run.job

% par apr of -—pack app. ppk
Move the app.ppk file to your desktop.

% par apr of app. ppk

6.2. Q. What loops account for the most time?
How much?

A. Create aflat profile with wallclock time with loop instrumentation.

Figure 6.2. Flat Profile with L oops
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Some Common Application Scenario

Metric: GET_TIME_OF_DAY
Value: Exclusive
Units: microsed: onds

1729975.333 Locp: MULTIPLY_MATRICES {{matmus 50} (21.9H36.14)]
443134 RN MPI_Recv()
81095 [l MAN
49569 [ MPI_Beasig
45669 [ Loop: MA [{matmut 90} (86 9)-{106.14)]
12412 | MPI_Send()
8959 | Locp: INITIALIZE [{malmull 190} {17 51{21.14)
953 | Loop: INITIALZE [{matmu 190} {10,31{14.14]]
5609.2 | MPI_Finakze()
2932667 | MULTIPLY_MATRICES
2577667 | Loop: MAR [{matmull 90} {117 51128, 1]}
20918 | MP_Barrierr)
1875.667 | Locp: MA [matmull f90} {112.9H115,14]]
1833 | Loop: MAR [{matmutt 90} (71 9374, 141
107 | Loop: MAR [matmult F30} {77 SHB4, 141
30 | INITALRE
14.25 | MPI_Comen_rank()
1 | MP1_Comm_size()

Here is how to instrument loops in an application

% set env TAU MAKEFI LE /opt/apps/tau/tau-2.17.1/x86_64/1i b/ Makefil e.tau- npi - pdt

% set env TAU _OPTI ONS * - opt TauSel ect Fi | e=sel ect.tau —opt Ver bose’
% cat select.tau

BEG N_| NSTRUVENT_SECTI ON

| oops routine="#"

END_| NSTRUMENT _SECTI ON

% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bin $path)
% make F90=t au_f 90. sh

(O edit Makefile and change F90=t au_f 90. sh)
% qsub run.job
% par apr of -—pack app. ppk

Move the app.ppk file to your desktop.

% par apr of app. ppk

6.3. Q. What MFlops am | getting in all loops?

A. Create aflat profile with PAPI_FP_INS/OPS and time with loop instrumentation.

Figure 6.3. MFlops per loop

Metric: PAPI_FP_INS / GET_TIME_OF_DAY
Value: Exclusive
Uinits: Derived metric shown in microseconds format

770,699 | ] Locp: MULTIPLY_MATRICES [[matmut 150} {31.5H36.141)
22339 [ Loop: INITIALIZE [fmatrut f30} {10.91{14.14}]
223.24 | | Loop: INITIALIZE [{matma f90} {17 51-21.14)]
171,855 | | Loop: MAR [{matmut F90} {71 93-{74, 141

170,562 [Emm— Loop: MAN [{matmull FI0} {112.5H115.14)
12296 Loop: MAR [matmut 190} {117 51128, 14}
37549 || MULTIPLY_MATRICES
21.367 [ INITIALZE
13.795 [| Locp: MAR [{matmut F90} (85 91{106.14])
11 || MPI_Comm_size()
8.935 | Loop: MAM [{matmult F90} {77 3HB4, 14}
1.131 | MPI_Send()
0.794 | MPI_Coemm_ranki()
0647 | MP_Beast()
0.355 | MPI_Recv)
0171 | MP1_Barrier()
0.115 | MP1_Finaize()
0023 | MAN

Here is how to generate a flat profile with FP operations

13



Some Common Application Scenario

% setenv TAU_MAKEFI LE /opt/apps/tau/tau-2.17.1/x86_64/1i b/ Makefil e.tau- papi-npi-pd
% set env TAU _OPTI ONS * - opt TauSel ect Fi | e=sel ect.tau —opt Ver bose’
% cat select.tau

BEG N_I NSTRUVENT_SECTI ON

| oops routine="#"

END_| NSTRUMENT_SECTI ON

% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bi n $pat h)

% make F90=t au_f 90. sh

(O edit Makefile and change F90=t au_f 90. sh)

% setenv TAU METRI CS GET_TI ME_OF_DAY\: PAPI _FP_I NS

% gsub run.job

% par apr of -—pack app. ppk
Move the app.ppk file to your desktop.

% par apr of app. ppk

Choose 'Options' -> 'Show Derived Panel' -> Arg 1 = PAPI _FP_INS, Arg 2 =

GET_TI ME_OF_DAY, Operation = Divide -> Apply, close.

6.4. Q. Who calls MPI_Barrier() Where?

A. Create a callpath profile with given depth.

Figure 6.4. Callpath Profile

¢ Call Graph for n,c.t, 0,0,0 - tmp/private,
File Options Windows Help

| L[] (ONEENENENENER
main() (calls f1, f5)

\
\\

: s \*

p R R ] F10 (sleeps 1 sec, calls £2, f4!|
/ \
._r;. \\
f'f \.\

¥ !
f4() (sleeps 4 sec, calls £2) '\I

“av
f2() (sleeps 2 sec, calls f3)

|

Here is how to generate a callpath profile with MPI

% set env TAU_MAKEFI LE

% [ opt/ apps/tau/tau-2.17. 1/ x86_64/1i b/ Makefil e.tau-npi - pdt
% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bi n $pat h)

% make F90=t au_f 90. sh

(O edit Makefile and change F90=t au_f 90. sh)

14



Some Common Application Scenario

% setenv TAU CALLPATH 1
% set env TAU_CALLPATH DEPTH 100

% qsub run.job
% par apr of -—pack app. ppk
Move t he app.ppk file to your desktop.
% par apr of app. ppk
(Wndows -> Thread -> Call G aph)

6.5. Q. How do | instrument Python Code?

A. Create an python wrapper library.

Here to instrument python code

% set env TAU MAKEFI LE /opt/apps/tau/tau-2.17.1/x86_64/1i b/ Makefil e.tau-icpc-python
% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bi n $pat h)
% set env TAU _OPTI ONS * - opt Shar ed - opt Ver bose'
(Python needs shared object based TAU li brary)
% make F90=tau_f90.sh CXX=tau_cxx.sh CC=tau_cc.sh (build pyMPI w TAU)
% cat wrapper. py

i mport tau

def QurMain():

i mport App

tau. run(‘ QurMain()’)
Uni nst runent ed:
% npirun. | sf /pyMPl - 2. 4b4/ bi n/ pyMPI . [ App. py
I nstrument ed:
% set env PYTHONPATH<t audi r >/ x86_64/ <l i b>/ bi ndi ngs- pyt hon- npi - pdt - pgi
(sane options string as TAU_MAKEFI LE)
setenv LD LI BRARY_PATH <t audir >/ x86_64/1i b/ bi ndi ngs-i cpc- pyt hon-npi - pdt-pgi\: $LD L
% nmpi run —np 4 <dir>/ pyMPl -2. 4b4- TAU bi n/ pyMPl ./ wr apper. py
(I'nstrunented pyMPl with w apper. py)

6.6. Q. What happens in my code at a given
time?

A. Create an event trace.

Figure 6.5. Tracing with Vampir
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Some Common Application Scenario

How to create a trace

% set env TAU_MAKEFI LE
% / opt/ apps/tau/tau-2.17. 1/ x86_64/11i b/ Makefil e. tau- npi - pdt - pgi
% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bi n $pat h)
% nmake F90=t au_f 90. sh
(O edit Makefile and change F90=t au_f 90. sh)
% setenv TAU TRACE 1
% qgsub run.job
% tau_t reenerge. pl
(rmerges binary traces to create tau.trc and tau.edf files)
JUMPSHOT:
% tau2sl og2 tau.trc tau.edf —o app.slog2
% j unpshot app. sl og2
OR

VAWPI R:

% tau2otf tau.trc tau.edf app.otf -n 4 -z
(4 streans, conpressed output trace)

% vanpi r app.otf

(or vng client with vngd server).

6.7. Q. How does my application scale?

A. Examine profilesin PerfExplorer.

Figure 6.6. Scalability chart

P s
File Help

Relative Speedup - 53D () ORNL)Harness Scaling Study:
GET_TIME_OF_DAY

12,000 |

% TAU/PerfExplarer: Relative Speedup

11,000 {
10,000 |
9,000 {
8,000 |
7000 |
6,000

5,000 ¢
4,000 |
3,000 |
2,000 |

Value

1,000 |

L] 1008 2000 3000 4000 SO0 6040 7000 EODO 5000 10000 11898 12000
Numbar of Processors

W Hamess Sraling Study @ bl
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Some Common Application Scenario

How to examine a series of profiles in PerfExplorer

% set env TAU MAKEFI LE /opt/apps/tau/tau-2.17.1/x86_64/1i b/ Makefile.tau-npi-pdt
% set pat h=(/opt/apps/tau/tau-2.17.1/ x86_64/bi n $pat h)

% make F90=t au_f 90. sh

(O edit Makefile and change F90=t au_f 90. sh)

% gsub runlp.job

% par apr of -—pack 1p. ppk

% gsub run2p. ] ob

% par apr of -—pack 2p.ppk ...and so on.

On your client:

% per fdnf_configure

(Choose derby, blank user/password, yes to save password, defaults)
% per f expl orer _confi gure

(Yes to | oad schemn, defaults)

% par apr of

(load each trial: Right click on trial ->Upload trial to DB

% per f expl or er

(Charts -> Speedup)
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Chapter 1. Introduction

ParaProf is a portable, scalable performance analysis tool included with the TAU distribution.

! Im portant
. ParaProf requires Sun's Java 1.3 Runtime Environment for basic functionality. Java 1.4 is

required for 3d visualization and image export. Additionally, OpenGL is required for 3d
visualization.

Note

Most windows in ParaProf can export bitmap (png/jpg) and vector (svg/eps) images to disk
(png/jpg) or print directly to a printer. This are available through the File menu.

1.1. Using ParaProf from the command line

ParaProf is ajava program that is run from the supplied parapr of script (parapr of.bat for windows bin-
ary release).

% par aprof --help
Usage: paraprof [options] <files/directory>

Opt i ons:
-f, --filetype <fil etype> Speci fy type of performance data,
options are: profiles (default), pprof,
dynapr of , npip, gprof, psrun, hpm
packed, cube, hpc, onpp
-h, --help Di splay this hel p nessage
-p Use “pprof” to conpute derived data
-1, --fixnames Use the fixnanes option for gprof
-m --nonitor Performruntinme nonitoring of profile data
The following options will run only fromthe console (no GJ wll [|aunch):
--pack <file> Pack the data into packed (.ppk) fornat
--dunp Dunp profile data to TAU profile fornat
-0, --0SS Print profile data in OSS style text output
-S, --summary Print only summary statistics
(only applies to OSS output)
Not es:

For the TAU profiles type, you can specify either a specific set of
profile files on the conmandl i ne, or you can specify a directory

(by default the current directory). The specified directory will

be searched for profile.*.*.* files, or, in the case of

nmul tiple counters, directories nanmed MITI _* containing profile data.

1.2. Supported Formats

ParaProf can load profile date from many sources. The types currently supported are:




Introduction

» TAU Profiles - Output from the TAU measurement library, these files generaly take the form of
profile. X X X, one for each node/context/thread combination. When multiple counters are
used, each metric islocated in adirectory prefixed with "MULTI__". To launch ParaProf with all the

metrics, simply launch it from the root of the MULTI___directories.
» pprof - Dump Output from TAU's pprof -d. Provided for backward compatibility only.
» DynaProf - Output From DynaProf's wallclock and papi probes.
*  mpiP - Output from mpiP.
e gprof - Output from gprof, see aso the --fixnames option.
»  HPM Toolkit - Output from HPM Toolkit.
» ParaProf Packed Format - Export format supported by PerfDMF/ParaProf. Typically .ppk.
* Cube - Output from Kojak Expert tool for use with Cube.

» HPCToolkit - XML data from hpcquick. Typically, the user runs hpcrun, then hpcquick on the res-
ulting binary file.

e ompP - CSV format from the ompP OpenMP Profiler (http://www.ompp-tool.com). The user must
use OMPP_OUTFORMAT=CVS.

1.3. Command line options

In addition to specifying the profile format, the user can a so specify the following options

» --fixnames - Use the fixnames option for gprof. When C and Fortran code are mixed, the C routines
have to be mapped to either .function or function_. Strip the leading period or trailing underscore, if
itisthere.

» --pack <file> - Rather than load the data and launch the GUI, pack the datainto the specified file.

* --dump - Rather than load the data and launch the GUI, dump the datato TAU Profiles. This can be
used to convert supported formatsto TAU Profiles.

* --0ss- Outputs profile datain OSS Style. Example:

Thread: n,c,t 0,0,0

excl.secs excl.% cum % PAPI _TOT_CYC PAPI _FP_OPS calls function
0.005 56.0% 56.0% 13475345 4194518 1 foo
0.003 40.1% 96.1% 9682185 4205367 1 bar
0 3.6% 99.7% 223173 17445 1 baz
2. 2E- 05 0.3% 100.0% 14663 206 1 main

e --summary - Output only summary information for OSS style output.




Chapter 2. Profile Data Management

ParaProf uses PerfDMF to manage profile data. This enables it to read the various profile formats as
well as store and retrieve them from a database.

2.1. ParaProf Manager Window

Upon launching ParaProf, the user is greeted with the ParaProf Manager Window.

Figure 2.1. ParaProf Manager Window

X [al®
File Options Help
@ Applications Field Yalue
¢ [ standard Applications EE Mame AQRSAZD
¢ 3 Default App |Application ID 7
¢ [J Default Exp \E;ersm_nl.
¢ [ uimah16. ppk/packed, dataf B Ia:st;p é”n
@ PAPIFP_INS 3 argadigm
@ P_WaALL CLOCK_TIME i® ]
@ PAPI_TOT_CYC i|usage.text
@ PAPI_LL_DCM :|exacution_options
@ P_YIRTUAL_TIME Huserdata

o= [ Runtime Applications
¢ I DB Applications
& 9 ACRSAZD
o= [ Basic run-time prafiling for Sacarra
o= 3 Gyro
o [ gyro B1-std
o [ Heap memaory managernent for SOcorro
o= 3 hydroshock.
o [ MFI
o= [ mpiP data
o= [ Mew Application
o [ PMED
o 9 Pop
o [J93D

This window is used to manage profile data. The user can upload/download profile data, edit meta-data,
launch visual displays, export data, derive new metrics, etc.

2.2. Loading Profiles

To load profile data, select File->Open, or right click on the Application's tree and select "Add Trial".

Figure 2.2. Loading Profile Data

X Load Trial [=]lx]

Trial Type |Tau profiles |'|

| Select Directory ||jhomefamoms |




Profile Data Management

Select the type of data from the "Trial Type" drop-down box. For TAU Profiles, select a directory, for
other types, files.

2.3. Database Interaction

Database interaction is done through the tree view of the ParaProf Manager Window. Applications ex-
pand to Experiments, Experiments to Trials, and Trials are loaded directly into ParaProf just as if they
were read off disk. Additionally, the meta-data associated with each element is show on the right, asin
Figure 2.1, “ParaProf Manager Window”. A trial can be exported by right clicking on it and selecting
"Export as Packed Profile".

New trials can be uploaded to the database by either right-clicking on an entity in the database and se-
lecting "Add Trial", or by right-clicking on an Application/Experiment/Trial hierarchy from the " Stand-
ard Applications' and selecting "Upload Application/Experiment/Trial to DB".

2.4. Creating Derived Metrics

ParaProf can created derived metrics using the Derived Metric Panel, available from the Options menu
of the ParaProf Manager Window.

Figure 2.3. Creating Derived Metrics

X ParaProf M EEE
[ File Options  Help
@ Applications Field walue
¢ CJ standard Applications “[Wame rmultifmpiliebfamaorrisfhome f
& [ Default App Application D 0
¢ [ Default Exp “|Experiment 1D o

¢ 3 multifmpilie/amorris /home, g} 0
@ PAPI_FP_INT :
@ PAPI_LL_DCM
@ CET_TIME_QF_DAY
@ PAPI_FP_ING [ CET_TIME_OF_DAY
o= 3 Runtime Applications

o= 7 DB Applications

Argument 1:  0:0:0:0 - PAPI_FP_IMNS

Ar 2 00007 - GET_TIME_OF_DAY |
= Apply operation

In Figure 2.3, “Creating Derived Metrics’, we have just divided Floating Point Instructions by Wall-
clock time, creating FL OPS (Floating Point Operations per Second). The 2nd argument is a user editable
text-box and can be filled in with scalar values by using the keyword 'val' (e.g. "val 1.5").

2.5. Main Data Window

Upon loading a profile, or double-clicking on a metric, the Main Data Window will be displayed.
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Figure 2.4. Main Data Window
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This window shows each thread as well as statistics as a combined bar graph. Each function is represen-
ted by a different color (though possibly cycled). From anywhere in ParaProf, you can right-click on ob-
jects representing threads or functions to launch displays associated with those objects. For example, in
Figure 2.4, “Main Data Window”, right click on the text n,c,t, 8,0,0 to launch thread based displays for

node 8.

Figure 2.5. Unstacked Bars
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Y ou may also turn off the stacking of bars so that individual functions can be compared across threadsin
aglobal display.
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Chapter 3. 3-D Visualization

ParaProf displays massive parallel profiles through the use of OpenGL hardware acceleration through
the 3D Visualization window. Each window is fully configurable with rotation, translation, and zooming
capabilities. Rotation is accomplished by holding the left mouse button down and dragging the mouse.
Trangdation is done likewise with the right mouse button. Zooming is done with the mousewheel and the
+ and - keyboard buttons.

3.1. Triangle Mesh Plot

Figure 3.1. Triangle M esh Plot

X ParaProf Visualizer: Application 13, Experiment 23, Trial 56. [[=][=][x]

File Options Windows Help

[]
¥| ® Triangle Mesh
Ear Plot

Scatter Plot

Height Metric

Exclusive w [ |Time -
Color Metric
Exclusive | [Time -
MPI_Recd
Function
< L] »
251000
Thread
q M >

Height value 14 37 seconds

Color value 14 27 seconds

Mesh Plot | Axes ColorScale | Render

Plot Width d 2
Plot Depth (s
Plot Height o}

Transparency ————1 )}

This visualization method shows two metrics for all functions, all threads. The height represents one
chosen metric, and the color, another. These are selected from the drop-down boxes on the right.

To pinpoint a specific value in the plot, move the Function and Thread sliders to cycle through the avail-

able functiong/threads. The values for the two metrics, in this case for MPl _Recv() on Node 351,
thevaueis14. 37 seconds.

3.2. 3-D Bar Plot

Figure 3.2. 3-D Mesh Plot
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3-D Visualization

This visualization method is similar to the triangle mesh plot. It simply displays the data using 3d bars
instead of a mesh. The controls works the same. Note that in Figure 3.2, “3-D Mesh Plot” the transpar-
ency option is selected, which changes the way in which the selection model operates.

3.3. 3-D Scatter Plot

Figure 3.3. 3-D Scatter Plot
X Vi : A ion 13, Experiment 23, Trial 58. [[=]o][x]

File Options Windows Help

1
¥ Triangle Mesh
Ear Plot

® Scatter Plot

MPI_Sendi)
Width
Exclusive ¥ | |Time | v
[MPI_ReCv
Depth
Exclusive v | |Time |+
louts
Height
Exclusive ¥ | |Time | v
lexchange_3
Color
Exclusive v | |Time |+
ScatterPlot | Axes ColorScale | Render
Point size  ——[}
Point detail ———{}

This visualization method plots the value of each thread along up to 4 axes (each a different function/met-
ric). This view alows you to discern clustering of values and relationships between functions across
threads.

Select functions using the button for each dimension, then select a metric. A single function across 4
metrics could be used, for example.

3.4. 3-D Topology Plot

Figure 3.4. 3-D Topology Plot
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3-D Visualization

File Options Windows Help

1 9

¢/ ) Triangle Mesh
| o mar plot

' Scatter Plot

| ® Topology Plot

] Layout | Events u

W=

Minimum Visible T —

Iﬁ

479.034 seconds

Maximum Visible

[JLock Range

X Axis C:
Y Axis C:
Z Axis [y

Avg Color Value: A478.533 seconds
Topology |Custom |v| ‘ |
X Axis BE

Y Axis BE

Z Axis 645

In this visualization, you can either define the layout with a MESP topology definition file or you can
fill arectangular prism of user-defined volume with rank-points in order of rank. For more information,
please see the etc/topology directory for additional details on MESP topology definitions.

If the loaded profile is a cube file or a profile from a BGB, then this visualizations groups the threads in
two or three dimensional space using topology information supplied by the profile.

The right side bar provides options to manipulate the visualization. Y ou can select different metrics or
topologies. The sliders toward the top allow you to select the range of points to show.
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Chapter 4. Thread Based Displays

ParaProf displays several windows that show data for one thread of execution. In addition to per thread
values, the users may also select mean or standard deviation as the "thread" to display. In this mode, the
mean or standard deviation of the values across the threads will be used as the value.

4.1. Thread Bar Graph

Figure4.1. Thread Bar Graph

X nc10,0,0 - Application 13, Experiment 23, Trial 58. |[=[=][]
File Options Windows Help

M etric: Time
alue: Exclusive
Units: seconds

12.878 [ ] MPI_Recwi) i
4.983 MPI_Init)
1483 [ bits
1.297 4] rhs
1287 [ bws
1.069 [ MPI_waitQ
0.867 Bl MPI_Send(
0.769 [ jacu
0.759 B jacld
0.691 [] exchange_1 |
0.415 [ beast_inputs
0,088 | exchange_3
0.069 | setiv
0.03 | exact
0.024 | MPI_Allgather(
0.015 | erhs
0.014 | read_input
0.012 | error

0.01 | MPI_Allreduced
nnn7 | el lrac

K

This display graphs each function on a particular thread for comparison. The metric, units, and sort order
can be changed from the Options menu.

4.2. Thread Statistics Text Window

Figure4.2. Thread Statistics Text Window
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Thread Based Displays

X nct,0,0,0 - Application 13, Experiment 23, Trial 58. |[=][][]
File Options Windows Help
Metric Mame: Time
Gorted By Exclusive
Lnits: secands
%Total Time Exclusive Inclusive #Calls #hild Calls InclusiveCall Name
49.8 13.878 13.878 HO000 Q 1.7348E-4  MPI_Eecuwi)
18.0 4.983 5.008 1 2 5.008  MPI_Init{)
8.5 1.483 2.368 40000 BO0O0 5.9202E-3  hlts
0.9 1.397 2.76 251 502 0.011 =|
55.7 1.287 15.528 40000 80000 3.8819E-4  buts
3.8 1.069 1.069 508 s} 0.002  MPT_Wait{)
3.1 0.867 0.867 80504 [} 1.0771E-5
2.8 0,789 0. 769 40000 Q 1.9213E-3  Jacu
2.7 0.759 0,759 40000 0 1.8969E-5
54.2 0.601 15.125 160000 160000 0.4533E-5 Lo
81.1 0.415 22,608 3 180267 T7.536 hoast_inputs
5.2 0,083 1.452 504 1512 0,003
0.3 0.069 0.094 1 48000 0.0094  setiv
0.1 0.03 0.03 SEEE6 [} 5. 1404E-F  exacT
0.1 0.024 0.024 2 Q 0.012
0.4 0.015 0,104 1 2 0.104  erhs
0.1 0.014 0.018 1 2 0.018
0.1 0.012 0.021 1 8001 0.021
0.0 .01 0.01 g 0 0,001
0.0 0.007 0.007 508 s} 1.3455E-5  MPI_Trecu()
0.0 0,006 0,008 1 2886 0.008  sethy <
I I

This display shows appr of style text view of the data.

4.3. Thread Statistics Table

Figure4.3. Thread Statistics Table, inclusive and exclusive

0,00~ T | B=1ES]
ns Windows Help
JNNNNNEERNNRNRNENR
Marne A | Inclusive Time | Exclusive Time Calls Child Calls
5 Emain 2,662,433 9579 1 2,997+
o [l CollectSolution darray (darray, Decomposition, Sric) 2.562 0.246 1 52
W Createsrray void (darray, int, int) 0.148 0148 1 ]
M DumpErrar void (darray, darray 0,668 0668 1 Q
o [ Finalize void (darray, darray, Grid) 0.834 Q058 1 4
o [l Init_darrays woid (darray”, darray”, Decomposition, 0.24 0.072 1 2
¢ M teration 2,5680.468 61.629 2,883 14,815
9 M Exchange void (darray, Decomposition, Grid) 956,296 94,62 5,966 11,932
EMPI_Recv) £32.558 £23.558 5,966 0=
[ MFI_Sends) 228.118 228.118 5,866 0
o CMPI_Allreduced) 926,325 893.315 2,983 2,983
[Esweep double (darray, darray, Decompasition) 646,218 546218 5,966 0]
W tPI_Barrier) 1.338 1338 2 1]
| [IERTHGEN 0.07 0.07 2 0
5 W Sarup i (nr, char™) 5564 5.85 1 8
o [ MPI_Brast) 2.791 2.694 1 1
M MFI_Cart_coordsi) 0.081 0061 1 0
o EMPI_Cart_create( 0.534 0.483 1 3
W MFI_Cart_shift() 0.087 0.087 1 0
Wl 1 FI_Comm_rankd) 0.054 0.054 2 0|+
i

This display shows the callpath datain a table. Each callpath can be traced from root to leaf by opening
each node in the tree view. A colorscale immediately draws attention to "hot spots', areas that contain
highest values.

Figure4.4. Thread Statistics Table
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Thread Based Displays

|X‘rhread nc.t, 0,00 - v |[=][=][=¢]
EENNERNNRNRNREER
Mame A Time | Calls Child Calls

¢ Wl main 5579 1 2,597[~|

o [l CollectSolunion darray (darray, Decomposition, Sric) 2.562 1 52

W CreateArray void (darray, int, int) 0.148 1 0

W DumpError wnid (darray, darray 0668 1 0

o [ Finalize void (darray, darray, Grid) 0.834 1 4

o [ init_darrays woic (darray”, darray”, Decomposition, Grid) 0.24 1 2

¢ Meration 651.629 2,983 14,915

o [ Exchange void (darray, Decompasition, Grid) 56,2596 5,866 11,432

o OMPI_Allreduced) 826,325 2,983 2,983
Esweep double idarray, darray, Decomposition) 646 218 5,966 o=

W HFI_Barrier) 1338 2 0

| [IERTHGEN 0.07 2 0

¢ I Startup int gint, char™) 5.65 1 g

o I MPI_Bcast 2791 1 1

W MPI_Can_coords) 0.061 1 Q

o IMPI_Cart_createq 0.594 1 3

W MFI_Cart_shift() 0.087 1 0

W HPI_Comm_rank( 0.054 2 Q
W MPI_Camm_size) 0.051 1 of_|
o [ MPIInit) 46352 1 39|+

I
Figure4.5. Thread Statistics Table
|XThread ned, 0,00 - . \[=][a][x]
File Options Windows Help
HENRNRNES BENNEENANNNNRNER
Mame & Time [ Calls Child Calls

¢ Emain 2.579 1 2,997|=

o= [l CollectSolution darray (darray, Decomposition, Grid) 2.562 1 52

Wl Createdrray woid (darray, inn, i 0.148 1 0

Wl DurnpError woidl (darray, darras) 0668 1 0

o= [l Finalize void (darray, darray, Grid) 0.834 1 4

o [l Init_darrays woid (darray®, darray*, Decompasition, Grid) 0.24 1 2

5 W neration 61.629 2,983 14,915

¢ [ Exchange woid (darray, Decompasition, Gricl) Q462 5,966 11,932
[ MPI_Recvi 533.558 5,866 0|=

[ M1 _Send 228.118 5,966 0

o O MPI_Allreduced 326,325 2,983 2,983

[ Sweep double idarray, darray, Decomposition) 546218 5,966 0

W HPI_Barrier) 1.228 2 Q

WP Wtimeg 0.07 2 0

< [l Startup int {int, char) 565 1 =1

o EMPI_Brasi( 2.791 1 1
W MPI_Can_coords) 0.061 1 fo] B

o [lMPI_Cart_createq 0.594 1 3

W MFI_Cart_shift() 0087 1 o]
WP _Comrm_rank( 0.054 2 o ~]

i

The display can be used in one of two ways, in "inclusive/exclusive" mode, both the inclusive and ex-
clusive values are shown for each path, see Figure 4.3, “Thread Statistics Table, inclusive and exclus-
ive” for an example.

When this option is off, the inclusive value for a node is show when it is closed, and the exclusive value
is shown when it is open. This alows the user to more easily see where the time is spent since the total
time for the application will aways be represented in one column. See Figure 4.4, “ Thread Statistics Ta-
ble” and Figure 4.5, “ Thread Statistics Table” for examples. This display also functions as aregular stat-
istics table without callpath data. The data can be sorted by columns by clicking on the column heading.
When multiple metrics are available, you can add and remove columns for the display using the menu.

4.4. Call Graph Window

Figure4.6. Call Graph Window
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Thread Based Displays

This display shows callpath data in a graph using two metrics, one determines the width, the other the
color. The full name of the function as well as the two values (color and width) are displayed in atooltip
when hovering over a box. By clicking on a box, the actual ancestors and descendants for that function
and their paths (arrows) will be highlighted with blue. This allows you to see which functions are called

X Mean Call Graph - fhome/amorris/data/tawmopilie bidepth200 |[=]=][]
Etiuns windows Help
L[ [ L DARRERRREEN

maln

by which other functions since the interplay of multiple paths may obscureit.

4.5. Thread Call Path Relations Window

Figure4.7. Thread Call Path Relations Window

[=1a][x]

D

Felocate::relocateParticles [MPIScheduler::execu

[4]

X Call Path Data ne t,-1.-1,-1 - Application 18, Experiment 32, Trial 87.
File Options Windows Help
Metric Mame: GET_TIME_OF_DAY
morted By Exclusive
Units: seconds
Exclusive Inclusive Calls/Tot.Calls Mame [id]
14,934 14.935 1/1 main(y void {int, char **3[A]
- 14,934 14,935 1 MPI_IniT_thread() [133]
8.0E-5 8.0E-5 4/34 MPI_artr_get(d[123]
1.58E-4 1.58E-4 8/8 MPI_Attr_put (3 [124]
9.6E-5 9.6E-5 4/4 MPI_Errhandler_set{) [130]
5.97E-4 5.97E-4 1/1 MPI_Keyval _create () [136]
1.42E-4 1.42E-4 1171214 MPI_Type_comnit() [148]
1.67E-4 1.67E-4 &/a MPI_Twpe_contiguous () [149]
7.6E-5 7.6E-5 545 MPI_Twpe_struct() [154]
0.058 0.058 2/214 MPIScheduler: sactual lyCompi1e () [143]
11.948 11.95 2127214 MPIScheduler: executed) [144]
- 12,006 12.008 214 MPI_&11reduce() [122]
0.002 0,002 214,395 MPI_Type_size() [153]
9.051 9.051 30,90 MPIScheduler: :postMPIRecys() [145]
9.6E-4 0.6E-4 G0 ,/B0
- 9.052 0.052 o0 MPI_Recw({)[141]
5.726 5.726 2237223 MPIScheduler: :processMPIRecys () [146]
Ll [}
I

17




Thread Based Displays

This display shows callpath data in a gprof style view. Each function is shown with its immediate par-
ents. For example, Figure 4.7, “Thread Call Path Relations Window” shows that MPI _Recv() is call
from two places for a total of 9. 052 seconds. Most of that time comes from the 30 calls when
MPI _Recv() iscaled by MPl Schedul er: : post MPl Recvs() . The other 60 calls do not amount
to much time.

4.6. User Event Statistics Window

Figure 4.8. User Event Statistics Window

X ne,1,2,0,0 - Application 18, Experiment 32, Trial 87. ||THE||?|
File Options Windows Help

Gorted By Mumber of Samples

NumSzmples Max Min Hean std. Dev Wane

390 281712 4 53601 Q4022 Message size received from all nodes
390 2B1600 4 53576 94001

214 24 4 12.43 T.237

1581 112 4 23.823 40,191 Message size for reduce

This display shows a pprof style text view of the user event data. Right clicking on a User Event will
give you the option to open a Bar Graph for that particular User Event across all threads. See Sec-
tion 8.1, “User Event Bar Graph”

4.7. User Event Thread Bar Chart

Figure4.9. User Event Thread Bar Chart Window
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Thread Based Displays

X User Event V.ppk T ||T||E”7|
File Options Windows Help
Thread: n,ct 0,0,0
Yalue Type: Max Value
I e Mies=age size sent 1o all nodes sl
1632 | Message size received from all nodes
4400 [ | Message size for broadcast =
2055 3 [0 MPISsend() - Heap Memary (KE)
20553 [l MPI_Waitamy) - Heap Memory (KB) -
20479 [ ] LOGFILE :BREAK_LOGFILE - Heap Memory (KB)
20479 [ LOGFILECLOSE_LOGFILE - Heap Memary (KE)
2041.1 [ MFI_Waitall) - Heap Memory (KE)
2041.1 [ MPl_Irecvd - Heap Memory (KB)
20356 [ LOGFILE OPEN_LOGFILE - Heap Memory (KB)
203295 LOGFILE :WEITE_PERFMOM_SUMMARY - Heap Memory ()B)
2032.2 CURRENT _DATE_TIME - Heap Memary (KE)
20251 MPI_Tywpoe_freed - Heap Memony (KE)
2029 [ MPI_Tyoe_commitd - Heap Memary (KE)
2028.6 [ MFl_Twpe_wectard - Heap Memory (KB
2028.6 [0 MPLIsendd - Heap Mermory (KB
2028.6 [Em MOVE_BLOCK - Heap Mermory (KB
2028.¢ [ MPI_Allreduced) - Heap Memory (KE)
2024 MPI_Barrierd - Heap Memony (KE)
2023.9 MPI_Finalize) - Heap Memory (KE)
20238 LOGFILE  LOGFILE_WRITE_STE - Heap Memaory (KE)
2023.8 MESH_FINALIZE - Heap Memary (KB)
2023.4 DBASEPROPERTIES: DEASEPROPERTYINTEGER - Heap Memory (KB)
2023.4 PROFILE_FINALIZE - Heap Mamary (KE)
2023.3 AMR_DIAGOMAL PATCH - Heap Memary (KB)
2023.2 [ AMR_GUARDCELL_CC_C_TO_F - Heap Memary (KB
2023.2 [ DBASETREE DBASELOCALBLOCKCOUNT - Heap Memary (KE)
2023.3 ] DEASETREE:DEASEMEICHEORELOCKLIST - Heap Mermory (KE)
2023.7 L] AMR_GUARDCELL_ C_TO_F - Heap Memary (KB} =i
4] Il [ [¥]
I I

This display shows a particular thread's user defined event statistics as a bar chart. This is the same data
from the Section 4.6, “User Event Statistics Window”, in graphical form.

19



Chapter 5. Function Based Displays

ParaProf has two displays for showing a single function across all threads of execution. This chapter de-
scribes the Function Bar Graph Window and the Function Histogram Window.

5.1. Function Bar Graph

Figure5.1. Function Bar Graph

XFumtk}n Data iranda16k.pphij ked'data/ “THEIM

File Options Windows Help
ame: MPI_Barrier()
Metric Name: Time

alue: Exclusive
Lnits: seconds

21917 [ 0. dev.
71077 e mean
120, 6 L e et 0,050
ey AN
1245 e gt 2,000
ey A
by —————————————————— WA
126 el net5,00
1262 e ncre,0,0
1265 e ngr7,0,0
124.6 el met 8OO
ey WAL
2. e et 10,000
127,47 10,0
27 | ev12.00
126 0 g ngt13,0,0
L2, 7 g t140,0
1204 e 15,050
122, 2 | ner16,0,0
1220 e ner27.00
12 ey ner18,0,0
L2 s | ner19,0,0
L2 0 e net20,0,0
L2 L e net200,0
123 4y ngt22,0,0
1273 L | m gt 22,0,0
1207 el met240,0
1235 e ncras,0,0 =
ey |

mE

This display graphs the values that the particular function had for each thread along with the mean and
standard deviation across the threads. Y ou may also change the units and metric displayed from the Op-
tions menu.

5.2. Function Histogram

Figure5.2. Function Histogram
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Function Based Displays

X 16k.ppk/pa : ID(EIES

File Options Windows Help

Number of Bins
(1} a0 100

MPI_Barrier()

400

Threads

0
1214 24.28 36.42 48.56 50.7 72.83 84.97 97.11 109.3 1214
Exclusive Time (seconds)

This display shows a histogram of each thread's value for the given function. Hover the mouse over a
given bar to see the range minimum and maximum and how many threads fell into that range. Y ou may
also change the units and metric displayed from the Options menu.

You may also dynamically change how many bins are used (1-100) in the histogram. This option is
available from the Options menu. Changing the number of bins can dramatically change the shape of the
histogram, play around with it to get afeel for the true distribution of the data.

21



Chapter 6. Phase Based Displays

When a profile contains phase data, ParaProf will automatically run in phase mode. Most displays will

show datafor a particular phase. This phase will be displayed in teh top left corner in the meta data pan-
el.

6.1. Using Phase Based Displays

Theinitial window will default to top level phase, usually main

Figure 6.1. Initial Phase Display

X ParaProf: phase3d_new.ppkiuintah Phase: main{) void (int, char **) I[=][=][x]
File Options Windows Help

Phase: maind woid {int, char **)
Metric: Time
alue: Exclusive

nc,t11,0,0

i [«

To access other phases, either right click on the phase and select, "Open Profile for this Phase", or go to
the Phase Ledger and select it there.

Figure 6.2. Phase L edger

XPhaae Ledger: 'oh | o ”T”E”7|

File Windows Help

W 10 Phase
O neration o
[ neration 1
O neration 2
E neration 3
O neration 4
B maing

ParaProf can aso display a particular function's value across all of the phases. To do so, right click on a
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Phase Based Displays

function and select, " Show Function Data over Phases'.

Figure 6.3. Function Data over Phases

X n,c,t0,0,0 - Function Data: c++/phase! les/tau2/amarrisihome/ [BEE
File Options Windows Help

Fame: main
Metric Mame: Time
alue: Exclusive

Units: seconds

L O | aaeeeaeee. 1eration o
ooz [ ] man{

002 ] |21 011 2
L 002 e granion 4
L0 . heration =

1.002 Iteration 1

Because Phase information is implemented as callpaths, many of the callpath displays will show phase

data as well. For example, the Call Path Text Window is useful for showing how functions behave
across phases.




Chapter 7. Comparative Analysis

ParaProf can perform cross-thread and cross-trial anaylsis. In this way, you can compare two or more
trials and/or threadsin asingle display.

7.1. Using Comparitive Analysis

Comparative analysis in ParaProf is based on individual threads of execution. There is a maximum of
one Comparison window for a given ParaProf session. To add threads to the window, right click on
them and select "Add Thread to Comparison Window". The Comparison Window will pop up with the

thread selected. Note that "mean" and "std. dev." are considered threads for this any most other pur-
poses.

Figure 7.1. Comparison Window (initial)

X Comparison Window ||T”E|m
File Options Windows Help
Metric: Time [l 128 - Mean

alue: Exclusive
Units: seconds

4.802 [ ] MPI_Recw) -
0.908 [ MPIINtD
0.699 [l MPI_Sendq
0.419 [ bits
03284 [ buts
0.376 [l MPI_Wait)
0275 [ exchange_1
0.242 B rhs
0.177 & jacu
0.168 & jacld
0.141 [E bcast_inputs
0.058 [| MPI_Bcasig -
0.051 [] exchange_3

0.045 [ MPI_Allreduce(
0.017 | setiv
0012 | MPI_Allgather(
0.008 | error

e

Add additional threads, from any trial, by the same means.

Figure 7.2. Comparison Window (2 trials)

24



Comparative Analysis

X Com parison Window

==

File Options Windows Help

Metric: Time A 125 - Mean

alue: Exclusive [l u.C.512 - Mean
Lnits: seconds

4802 B
12 3 [ —————

0.008 [
2015 [—

0699 [
2306 —

0.419 @
1462 —

03284 O
1336 [

0376 @
0651 [

0375 @
L0037 [

0.242 [
1352 [

0.177 1

MPI_Recw)

MP_Init

MPI_Send ()

hlts

buts

MP1_Wait()

exchange_1

rhs

0.776 [ ™

0.168 [
0724 12°H

f?'i: 1=|] hcast_inputs

IC

Figure 7.3. Comparison Window (3 threads)

X Com parison Window

[+][=][x]

File Options Windows Help

Metric: Tirmne Eiua12s - Mean
alue: Exclusive [l u.C.512 - Mean
Units: seconds [ A 128 - n,c,1 0,0,0

MPI_Recw)

MPI_Init()

MPI_Send()

hits

buts

MPI_Wait()

exchange_1

IC
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Chapter 8. Miscellaneous Displays
8.1. User Event Bar Graph

In addition to displaying the text statistics for User Defined Events, ParaProf can aso graph a particular
User Event across al threads.

Figure8.1. User Event Bar Graph

X user Event Window: Application 13, Experiment 23, Trial 57. ===
File Options Windows Help
ame: Message size sent to all nodes
alue Type: Mumber of Samples
31504 — 1,01 0,0,0 [~
31506 —— 1,1 15,0,0
31506 I—— 1,1 112,0,0
31508 — 1,01 127,0,0 |=
47258 —— ", 10,0
47255 —— 012,00 ||
47258 —— ., 0,0
47258 —— ! 0,0
47258 (—— .1 5,0,
47255 — ., 0,0
47255 —— ., 70,0
47255 ——— ., S, 0,0
47255 —— ., 90,0
47255 ——— !, 10,0,0
47255 —— !, 11,0,0
47255 [ —— ., 12,0,0
47255 [ —— ., 12,0,0
47255 [ —— ., 14,0,0
47255 [ —— ., 16,0,0
47255 | —— ., % 2,0,0
47255 — ., 45, 0,0
47250 —— ., 64,0,0
47250 —— ., 50,0,0
47250 —— ., 96,0,0
47259 —— ., 7 1,0,0
47259 —— .71 47,0,0 ||
. .

This display graphs the value that the particular user event had for each thread.

8.2. Ledgers

ParaProf has three ledgers that show the functions, groups, and user events.

8.2.1. Function Ledger

Figure 8.2. Function L edger
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Miscellaneous Displays

X Function Ledger Window: uintah16.ppk/packedidatalamorris/homs| = |[B][%]
File Windows Help

B ~0d Reference (data) Paniclevariable < T x> allocated

W Add Reference (pseth Particleariable <T > allocated

[ allocate Data ParticleYariable<T>allocateq)

B cComact:exMamintegrated [MPIScheduler: execute]
Contact::exMomlinterpolated [MPIScheduler: execute(]
Datasrchiver::outputCheckpointReduction [MPIScheduler::execute(]
MPIScheduler::actuallyCompiled

MPIScheduler:executed

MPIScheduler::postMPIRecys()

MPIScheduler:processMPIRecys ()

MPL_Allreduce(

MPI_Attr_get()
MPI_ATTE_put)
MPI_Bsend()
MPI_Buffer_attach(

me

MPI_Buffer_detachi
MPI_Cormrm_rank
MPI_Comm_size() -
] [¥]

OO OEDEEEN

-

The function ledger shows each function along with its current color. As with other displays showing
functions, you may right-click on a function to launch other function-specific displays.

8.2.2. Group Ledger

Figure 8.3. Group Ledger

X Group Ledger Window: uiniahiﬁ.ppkz'packelmmm
File Windows Help

Contact: exMomintiegrated

Contact:: exMaminterpolated
Datadrchiver: outputCheckpointReduction
MPI

M PM: actualhdnitialize
MPM::applyExternalloads
MPM::computelnternalForce
MPM::computelnternalHeatRate

M PM:computestressTensor
MPM::integrateAcceleration
MPM::integrateTemperatureRate

M PM:interpolateParticlesToGrid
MPM:interpolateT oParticlesAndUpdate
MPM::printParticleCount
MPM::setGridBoundan onditions

M PM::solveEquationsM otion
MPM::solveHeatEquations
MPM::updateErosionParameter
Felocate:relocateParticles
TAL_CALLPATH

[E TAL_DEFAULT

W TAU_USER

[ TAU_USER3

B ThermalContact: computeHeatExchange
W :end old data
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The group ledger shows each group along with its current color. This ledger is especially important be-
cause it gives you the ability to mask all of the other displays based on group membership. For example,
you can right-click on the MPI group and select "Show This Group Only" and all of the windows will
now mask to only those functions which are members of the MPI group. You may also mask by the in-
verse by selecting "Show All Groups Except This One" to mask out a particular group.

8.2.3. User Event Ledger

Figure 8.4. User Event Ledger
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Miscellaneous Displays

X User Event Window: uintah16.ppkipackedidal[ = [B1][%]
File Windows Help

[ Message size for gather

W Message size far reduce

W Message size received from all nodes
[0 Message size sent to all nodes

The user event ledger shows each user event along with its current color.

8.3. Selective Instrumentation File Generator

ParaProf can also help you refine your program performance by excluding some functions from instru-
mentation. You can select rules to determine which function get excluded; both rules must be true for a
given function to be excluded. Below each function that will be excluded based on these rules are listed.

Figure 8.5. Selective I nstrumentation Dialog

TAU: ParaProf: Selective Instrumentation File Generator EIEHZ‘

[ —

QOutput File: |,."hnme;'amDmsl‘-'laudn[s,’parapmf;se\em tau

Exclude Throttled Routines
Exclude Lightweight Routines

Lightweight Routine Exclusion Rules

Microseconds per call:

10 |

Number of calls:

[100000 |

Excluded Routines

double FcCoreSourceConst:getSource(const sta:istring &, double) const -
double FcCoreSourceProfile:;getSourceiconst std:;string &, double) const =
double FcCoreSourceProfile::remapidoulble) const
double FcTmCoreFluxCale::getFlux(const std:string &) =
FeArray<NDIM, T>:getBox

FcDistarray<MDIM, T= upperExt 1
FcDomain<MNDIM >::getDx

Fcinterpolator<MDIM, FLT > func
cPahFunctinn< MO FILT > func

.

'['\:;:;I Note

Only the functions profilied in ParaProf can be excluded. If you had previously setup se-

lective instrumentation for this application the functions that where previously excluded
will not longer be excluded.
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Chapter 9. Preferences

Preferences are modified from the ParaProf Preferences Window, launched from the File menu. Prefer-
ences are saved between sessionsinthe . Par aPr of / Par aPr of . prefs

9.1. Preferences Window

In addition to displaying the text statistics for User Defined Events, ParaProf can also graph a particular
User Event across all threads.

Figure 9.1. ParaProf Preferences Window

ParaProf Preferences [=][=][x]
File

Font

= ncto,01 |
[l Eold size ner 0,02 -
[] natic
10 20 30 40
Window defaults Settings

[_]Show Path Title in Reverse

s [awssones x| | It canrans

Interpret threads that do not call a given
[ ] function as a 0 value for statistics
computation

Generate data for reverse calltree

["] (requires lots of memory)

[[]show Values as Percent (does not apply to currently loaded profiles)

[]Show Source Locations

Restore Defaults Apply
I

The preferences window allows the user to modify the behavior and display style of ParaProf's win-
dows. The font size affects bar height, a sample display is shown in the upper-right.

The Window defaults section will determine the initia settings for new windows. Y ou may change the
initial units selection and whether you want values displayed as percentages or as raw values.

The Settings section controls the following

* Show Path Title in Reverse - Path title will normaly be shown in norma order
(/home/amorris/data/etc). They can be reverse using this option (etc/data/amorris’/home). This only
affects |oaded trials and the titlebars of new windows.

* Reverse Call Paths - This option will immediately change the display of al calpath functions
between Root => Leaf andLeaf <= Root.

e Statistics Computation - Turning this option on causes the mean computation to take the sum of
value for afunction across all threads and divide it by the total number of threads. With this option
off the sum will only be divided by the number of threads that actively participated in the sum. This
way the user can control whether or not threads which do not call a particular function are consider
asa0 in the computation of statistics.

» Generate Reverse Calltree Data - This option will enable the generation of reverse callpath data ne-
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Preferences

cessary for the reverse callpath option of the statistics tree-table window.

» Show Source Locations - This option will enable the display of source code locations in event

names.

9.2. Default Colo

I's

Figure9.2. Edit Default Colors

X ParaProf: Edit Default Colors
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File
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Croup 5 [ Recent:

Update Selected Color

| |
| |
| Delete Selected Caolor |
| |
| Restore Defaults |

Preview

-

I v

-

O -

D Sample Text Sample Text

The default color editor changes how colors are distributed to functions whose color has not been spe-

cifically assigned. It is accessible from the File menu of the Preferences Window.

9.3. Color Map

Figure9.3. Color Map
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jacu

el Remove
Remove All
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Preferences

The color map shows specifically assigned colors. These values are used across all trials loaded so that
the user can identify a particular function across multiple trials. In order to map an entire trial's function
set, Select "Assign Defaults from ->" and select aloaded trial.

Individual functions can be assigned a particular color by clicking on them in any of the other ParaProf
Windows.
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Chapter 1. Introduction

PerfExplorer is aframework for parallel performance data mining and knowledge discovery. The frame-
work architecture enables the development and integration of data mining operations that will be applied
to large-scale parallel performance profiles.

The overall goa of the PerfExplorer project is to create a software to integrate sophisticated data mining
techniquesin the analysis of large-scale parallel performance data.

PerfExplorer supports clustering, summarization, association, regression, and correlation. Cluster ana-
lysisis the process of organizing data points into logically similar groupings, called clusters. Summariz-
ation is the process of describing the similarities within, and dissimilarities between, the discovered
clusters. Association is the process of finding relationships in the data. One such method of association
is regression analysis, the process of finding independent and dependent correlated variables in the data.
In addition, comparative analysis extends these operations to compare results from different experi-
ments, for instance, as part of a parametric study.

In addition to the data mining operations available, the user may optionally choose to perform comparat-
ive analysis. The types of charts available include time-steps per second, relative efficiency and speedup
of the entire application, relative efficiency and speedup of one event, relative efficiency and speedup
for al events, relative efficiency and speedup for all phases and runtime breakdown of the application
by event or by phase. In addition, when the events are grouped together, such as in the case of commu-
nication routines, yet another chart shows the percentage of total runtime spent in that group of events.
These analyses can be conducted across different combinations of parallel profiles and across phases
within an execution.




Chapter 2. Installation and
Configuration

PerfExplorer uses PerfDMF databases so if you have not already you will need to install PerfDMF, see
???2. To configure PerfExplorer move to the t ool s/ src/ Per f Expl or er/ directory in you TAU
distribution. Type:

%./configure

If you haven't already done so for other TAU tools, add [ path to tau]/tau2/appl e/ binto
your path.

The following command-line options are available to configure:

2.1. Available configuration options

* -engi ne=<anal ysi s engi ne>
Specifies the data-mining engine to use. The supported options include weka and R.
e -rroot=<directory>

Specifies the directory where R is installed. Specifically, it should be the directory where the bi n,
i nclude,lib,library andshar e directories are located.

» -o0bjectport=<avail abl e network port>
Specifies the port that the PerfExplorer server should use, when running PerfExplorer in client-serv-
er mode. Select an available network port, and make sure that other appropriate network configura-
tions are made (firewalls, etc.). The default port is 9999.

* -registryport=<avail abl e network port>
Specifies the port that the rmiregistry should use, when ruining PerfExplorer in client-server mode.
Select an available network port, and make sure that other appropriate network configurations are
made (firewalls, etc.). The default port is 1099.

e -server=<server nane>

Specifies the fully qualified domain name of the server where PerfExplorer is run, when running
PerfExplorer in client-server mode.




Chapter 3. Running PerfExplorer

To run PerfExplorer type:

% per f expl orer

When PerfExplorer loads you will see on the left window all the experiments that where loaded into
PerfDMF. You can select which performance data you are interested by navigating the tree structure.
PerfExplorer will allow you to run analysis operations on these experiments. Also the cluster analysis
results are visible on the right side of the window. Various types of comparative analysis are available
from the drop down menu selected.

To run an analysis operation, first select the metric of interest form the experiments on the left. Then
perform the operation by selecting it from the Anal ysi s menu. If you would like you can set the
clustering nethod, dinension reduction, nornalization method and the
nunmber of cl usters fromthe same menu.

The options under the Charts menu provide analysis over one or more applications, experiments, views
or trials. To view these charts first choose a metric of interest by selecting a trial form the tree on the
left. Then optionally choose the Set Metric of Interest or Set Event of |Interest
form the Char t s menu (if you don't, and you need to, you will be prompted). Now you can view a
chart by selecting it from the Char t s menu.




Chapter 4. Cluster Analysis

Cluster analysisis a valuable tool for reducing large parallel profiles down to representative groups for
investigation. Currently, there are two types of clustering analysis implemented in PerfExplorer. Both
hierarchical and k-means analysis are used to group parallel profilesinto common clusters, and then the
clusters are summarized. Initially, we used similarity measures computed on a single parallel profile as
input to the clustering algorithms, although other forms of input are possible. Here, the performance data
is organized into multi-dimensional vectors for analysis. Each vector represents one parallel thread (or
process) of execution in the profile. Each dimension in the vector represents an event that was profiled
in the application. Events can be any sub-region of code, including libraries, functions, loops, basic
blocks or even individual lines of code. In simple clustering examples, each vector represents only one
metric of measurement. For our purposes, some dissimilarity value, such as Euclidean or Manhattan dis-
tance, is computed on the vectors. As discussed |ater, we have tested hierarchical and $k$-means cluster
analysisin PerfExplorer on profiles with over 32K threads of execution with few difficulties.

4.1. Dimension Reduction

Often, many hundreds of events are instrumented when profile data is collected. Clustering works best
with dimensions less than 10, so dimension reduction is often necessary to get meaningful results. Cur-
rently, there is only one type of dimension reduction available in PerfExplorer. To reduce dimensions,
the user specifies aminimum exclusive percentage for an event to be considered "significant".

To reduce dimensions, select the "Select Dimension Reduction™ item under the "Analysis’ main menu
bar item. The following dialog will appear:

Figure4.1. Selecting a dimension reduction method

B O O Dimiensizn Eadusiion

Erleni a dirmension redusiion meihod:
| frrer H Perueni [

Select "Over X Percent”. The following dialog will appear:

Figure4.2. Entering a minimum threshold for exclusive per centage

enn Edinimm Perceniivgs:

ith sxalusive bime % greaier than X

NS

Enter avalue, for example"1".

4.2. Max Number of Clusters

By default, PerfExplorer will attempt k-means clustering with values of k from 2 to 10. To change the
maximum number of clusters, select the "Set Maximum Number of Clusters' item under the "Analysis"
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Cluster Analysis

main menu item. The following dialog will appear:

Figure 4.3. Entering a maximum number of clusters
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4.3. Performing Cluster Analysis

To perform cluster analysis, you first need to select a metric. To select a metric, navigate through the
tree of applications, experiments and trials, and expand the tria of interest, showing the available met-
rics, as shown in the figure below:

Figure4.4. Selectinga Metric to Cluster
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After selecting the metric of interest, select the "Do Clustering” item under the "Analysis' main menu
bar item. The following dialog will appear:

Figure 4.5. Confirm Clustering Options
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Cluster Analysis
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After confirming the clustering, the clustering will begin. When the clustering results are available, you
can view them in the "Cluster Results" tab.

Figure 4.6. Cluster Results
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There are a number of images in the "Cluster Results" window. From left to right, the windows indicate
the cluster membership histogram, a PCA scatterplot showing the cluster memberships, a virtual topo-
logy of the parallel machine, the minimum values for each event in each cluster, the average values for
each event in each cluster, and the maximum values for each event in each cluster. Clicking on a thumb-
nail image in the main window will bring up the images, as shown below:

Figure4.7. Cluster Member ship Histogram
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Figure 4.8. Cluster Member ship Scatter plot
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Figure 4.10. Cluster Average Behavior

14



Cluster Analysis

analysis pasuli

(PR Fres il &9 8 P_Weall [ ORI

Tl Euritiri

luzter Furmker

Cal
-

W FLF
B parrier
U barrier

trrier
H parrier
M barrier
M birrier
W parrier
W tarrier
M birrier
N parrier
M parrier

i [QpenkE eaiion: file:rmin
Wi [Openbdl sciion: file: b
B0k [OpwenRd 1 Toscaiioon: Tilernbn,

iy [QpenRE Weaiion: Fie it
Wi [Openbdl sciion: file:nmb

BWUIMIEE BIMIFRE  SEER tarrier [Openkdl caiien: fileronbis F o859, O]
[Opnbd 1 losziion: file: ]
[Opnbd 1 losziion: file: ]
[Oprnkl® iion: fi 1]
]

[Coppe b1 Ticswidesnes Tile e
[Openbdl* lozsiion: file:
[Openbl* nziion: file:n
[Oprnkdl® siion: file:r
[Opnbd 1 losziion: file:
[Oprnkl lvaiion: file:
[Coppe b1 Ticswidesnes Tile e ]
[Ooppenbd 1 Toisiion: Tilerntass F <h23, o]
ALE 1258, a8
B 15, T
Fc AN, 200
Foane, Ahhn
Foehinis, Baus]

i [Openbdl eaiion: T F <998, 1160%]

15



Chapter 5. Correlation Analysis

Correlation analysis in PerfExplorer is used to explore relationships between events in a profile. Each
event is pairwise plotted with the other events, and a correlation coefficient is calcuated for the relation-
ship. When the events are highly positively correlated (coefficient of close to 1.0) or highly negatively
correlated (coefficient close to -1.0), then the relationships will show up as linear groupings in the res-
ults. Clusters may also be apparent.

5.1. Dimension Reduction

Often, many hundreds of events are instrumented when profile data is collected. Clustering works best
with dimensions less than 10, so dimension reduction is often necessary to get meaningful results. Cur-
rently, there is only one type of dimension reduction available in PerfExplorer. To reduce dimensions,
the user specifies a minimum exclusive percentage for an event to be considered "significant".

To reduce dimensions, select the "Select Dimension Reduction™ item under the "Analysis’ main menu
bar item. The following dialog will appear:

Figure5.1. Selecting a dimension reduction method
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Select "Over X Percent”. The following dialog will appear:

Figure5.2. Entering a minimum threshold for exclusive per centage
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Enter avalue, for example"1".

5.2. Performing Correlation Analysis

To perform correlation analysis, you first need to select a metric. To select a metric, navigate through
the tree of applications, experiments and trials, and expand the trial of interest, showing the available
metrics, as shown in the figure below:

Figure5.3. Selecting a Metric to Cluster
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After selecting the metric of interest, select the "Do Correlation Anaysis' item under the "Analysis'
main menu bar item. A confirmation dialog will appear, and you can either confirm the correlation re-
quest or cancel it. After confirming the correlation, the analysis will begin. When the analysis results are
available, you can view them in the "Correlation Results" tab.

Figure5.4. Correlation Results
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There are a number of images in the "Correlation Results' window. Each thumbnail represents a pair-
wise correlation plot of two events. Clicking on athumbnail image in the main window will bring up the
images, as shown below:

Figure5.5. Correlation Example
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Chapter 6. Charts

6.1. Setting Parameters

6.1.1.

6.1.2.

6.1.3.

There are afew parameters which need to be set when doing comparisons between trials in the database.
If any necessary setting is not configured before requesting a chart, you will be prompted to set the
value. The following settings may be necessary for the various charts available:

Group of Interest

TAU events are often associated with common groups, such as"MPI", "TRANSPOSE", etc. This vaue
is used for showing what fraction of runtime that this group of events contributed to the total runtime.

Figure 6.1. Setting Group of Interest
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Metric of Interest

Profiles may contain many metrics gathered for asingle trial. This selects which of the available metrics
the user isinterested in.

Figure6.2. Setting Metric of I nterest
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Event of Interest

Some charts examine eventsin isolation. This setting configures which event to examine.

Figure 6.3. Setting Event of Interest
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6.1.4. Total Number of Timesteps

One chart, the "Timesteps per second”" chart, will calculate the number of timesteps completed per
second. This setting configures that value.

Figure 6.4. Setting Timesteps
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6.2. Standard Chart Types
6.2.1. Timesteps Per Second

The Timesteps Per Second chart shows how an application scales as it relates to time-to-solution. If the
timesteps are not already set, you will be prompted to enter the total number of timestepsin the trial (see
Section 6.1.4, “Total Number of Timesteps® ). If there is more than one metric to choose from, you may
be prompted to select the metric of interest (see Section 6.1.2, “Metric of Interest”). To request this

chart, select one or more experiments or one view, and select this chart item under the "Charts' main
menu item.

Figure 6.5. Timesteps per Second
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6.2.2. Relative Efficiency

The Relative Efficiency chart shows how an application scales with respect to relative efficiency. That
is, as the number of processors increases by a factor, the time to solution is expected to decrease by the
same factor (with ideal scaling). The fraction between the expected scaling and the actual scaling is the
relative efficiency. If there is more than one metric to choose from, you may be prompted to select the
metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart, select one experiment or
view, and select this chart item under the "Charts' main menu item.

Figure 6.6. Relative Efficiency
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6.2.3. Relative Efficiency by Event

The Relative Efficiency By Event chart shows how each event in an application scales with respect to
relative efficiency. That is, as the number of processors increases by a factor, the time to solution is ex-
pected to decrease by the same factor (with ideal scaling). The fraction between the expected scaling and
the actual scaling is the relative efficiency. If there is more than one metric to choose from, you may be
prompted to select the metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart,
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select one or more experiments or one view, and select this chart item under the "Charts' main menu
item.

Figure 6.7. Relative Efficiency by Event
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6.2.4. Relative Efficiency for One Event

The Relative Efficiency for One Event chart shows how one event from an application scales with re-
spect to relative efficiency. That is, as the number of processors increases by a factor, the time to solu-
tion is expected to decrease by the same factor (with ideal scaling). The fraction between the expected
scaling and the actual scaling is the relative efficiency. If there is more than one event to choose from,
and you have not yet selected an event of interest, you may be prompted to select the event of interest
(see Section 6.1.3, “Event of Interest”). If there is more than one metric to choose from, you may be
prompted to select the metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart,
select one or more experiments or one view, and select this chart item under the "Charts' main menu
item.

Figure 6.8. Relative Efficiency one Event
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6.2.5. Relative Speedup

The Relative Speedup chart shows how an application scales with respect to relative speedup. That is, as
the number of processors increases by a factor, the speedup is expected to increase by the same factor
(with ideal scaling). The ideal speedup is charted, along with the actual speedup for the application. If
there is more than one metric to choose from, you may be prompted to select the metric of interest (see
Section 6.1.2, “Metric of Interest”). To request this chart, select one or more experiments or one view,
and select this chart item under the "Charts' main menu item.

Figure 6.9. Relative Speedup
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6.2.6. Relative Speedup by Event

The Relative Speedup By Event chart shows how the events in an application scale with respect to relat-
ive speedup. That is, as the number of processors increases by a factor, the speedup is expected to in-
crease by the same factor (with ideal scaling). The ideal speedup is charted, along with the actual spee-
dup for the application. If there is more than one metric to choose from, you may be prompted to select
the metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart, select one experi-
ment or view, and select this chart item under the "Charts' main menu item.

Figure 6.10. Relative Speedup by Event
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6.2.7. Relative Speedup for One Event

The Relative Speedup for One Event chart shows how one event in an application scales with respect to
relative speedup. That is, as the number of processors increases by a factor, the speedup is expected to
increase by the same factor (with ideal scaling). The ideal speedup is charted, along with the actual spee-
dup for the application. If there is more than one event to choose from, and you have not yet selected an
event of interest, you may be prompted to select the event of interest (see Section 6.1.3, “Event of In-
terest”). If there is more than one metric to choose from, you may be prompted to select the metric of in-
terest (see Section 6.1.2, “Metric of Interest”). To request this chart, select one or more experiments or
one view, and select this chart item under the "Charts' main menu item.

Figure 6.11. Relative Speedup one Event
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6.2.8. Group % of Total Runtime

The Group % of Total Runtime chart shows how the fraction of the total runtime for one group of events
changes as the number of processors increases. If there is more than one group to choose from, and you
have not yet selected a group of interest, you may be prompted to select the group of interest (see Sec-
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tion 6.1.1, “Group of

Interest”). If there is more than one metric to choose from, you may be prompted

to select the metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart, select one
or more experiments or one view, and select this chart item under the "Charts" main menu item.

Figure 6.12. Group % of Total Runtime
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6.2.9. Runtime Breakdown

The Runtime Breakdown chart shows the fraction of the total runtime for all events in the application,
and how the fraction changes as the number of processors increases. If there is more than one metric to
choose from, you may be prompted to select the metric of interest (see Section 6.1.2, “Metric of In-
terest”). To request this chart, select one experiment or view, and select this chart item under the
"Charts" main menu item.

Figure 6.13. Runtime Breakdown
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6.3. Phase Chart Types
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6.3.1.

Charts

TAU now provides the ability to break down profiles with respect to phases of execution. One such ap-
plication would be to collect separate statistics for each timestep, or group of timesteps. In order to visu-
alize the variance between the phases of execution, a number of phase-based charts are available.

Relative Efficiency per Phase

The Relative Efficiency Per Phase chart shows the relative efficiency for each phase, as the number of
processors increases. If there is more than one metric to choose from, you may be prompted to select the
metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart, select one experiment or
view, and select this chart item under the "Charts' main menu item.

Figure 6.14. Relative Efficiency per Phase

N.25
n.2n

.15
.90
.05
.00
0 25 B0 TR 100 135 150 175 200 235 R0 7R 400 AR IR0 ATR 400 435 450 475 SO0 RIS
Mugibi:r af Froszsion

W i 1 friion 1 Fibmation 2 Fipmmation 3 Tiriiors 4 ¥ Hueaion & Fitmaiion & Tt 7 Titriiors 8 4 fosiion §

6.3.2. Relative Speedup per Phase

The Relative Speedup Per Phase chart shows the relative speedup for each phase, as the number of pro-
cessors increases. If there is more than one metric to choose from, you may be prompted to select the
metric of interest (see Section 6.1.2, “Metric of Interest”). To request this chart, select one experiment or
view, and select this chart item under the "Charts' main menu item.

Figure 6.15. Relative Speedup per Phase
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6.3.3. Phase Fraction of Total Runtime

The Phase Fraction of Total Runtime chart shows the breakdown of the execution by phases, and shows
how that breakdown changes as the number of processors increases. If there is more than one metric to
choose from, you may be prompted to select the metric of interest (see Section 6.1.2, “Metric of In-
terest”). To request this chart, select one experiment or view, and select this chart item under the
"Charts" main menu item.

Figure 6.16. Phase Fraction of Total Runtime
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Chapter 7. Custom Charts

In addition to the default charts available in the charts menu, there are is a custom chart interface. To ac-
cessthe interface, select the "Custom Charts' tab on in the results pane of the main window, as shown:

Figure7.1. The Custom ChartsInterface
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There are anumber of controls for the cusotom charts. They are:

* Main Only - When selected, only the main event (the event with the highest inclusive value) will be
selected. When deselected, the "Events" control (see below) is activated, and one or all events can be
selected.

» Call Paths - When selected, callpath events will be available in the "Events® control (see below).
 LogY - When selected, the Y axiswill bethe log of the true value.

» Scalahility - When selected, the chart will be interpreted as a speedup chart. The trial with the fewest
number of threads of execution will be considered the baselinetrial.

» Efficiency - When selected, the chart will be interpreted as a relative efficiency chart. The trial with
the fewest number of threads of execution will be considered the basdline trial.

e Strong Scaling - When deselected, the speedup or efficiency chart will be interpreted as a strong
scaling study (the workload is the same for all trials). When selected, the button will change to
"Weak Scaling", and the chart will be interpreted as a weak scaling study (the workload is propor-
tional to the total number of threadsin each trial).

» Horizontal - when selected, the chart X and Y axeswill be swapped.

* Show Y-Axis Zero - when selected, the chart will include the value 0. When deselected, the chart
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will only show the relevant values for all data points.
» Chart Title - value to use for the chart title
» Series Name/Value - the field to be used to group the data points as a series.
* X AxisValue- thefield to use asthe X axis value.
» X Axis Name - the nameto put in the chart for the value along the X axis.
* Y AxisValue- thefield touseasthe Y axisvalue
* Y Axis Name - the nameto put in the chart for the value along the X axis.

» Dimension Reduction - whether or not to use dimension reduction. This is only applicable when
"Main Only" is disabled.

» Cutoff - when the "Dimension Reduction” is enabled, the cutoff value for selecting "All Events'.
* Maetric - The metric of interest for the Y axis.

* Units- Theunit to be selected for the Y axis.

» Event - The event of interest, or "All Events'.

* XML Field - When the X or Y axisis selected to be an XML field, thisisthefield of interest.

e Apply - build the chart.

» Reset - restore the options back to the default values.

When the chart is generated, it can be saved as a vector image by selecting "File -> Save As Vector Im-
age". The chart can also be saved asa PNG by right clicking on the chart, and selecting "Save As...".
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Chapter 8. Visualization

Under the "Visualization" main menu item, there are five types of raw data visualization. The five items
are "3D Visudlization", "Data Summary", "Create Boxchart", "Create Histogram" and "Create Normal
Probability Chart". For the Boxchart, Histogram and Normal Probability Charts, you can either select
one metric in the trial (which selects all events by default), or expand the metric and select events of in-
terest.

8.1. 3D Visualization

When the "3D Visudization" is requested, PerfExplorer examines the data to try to determine the most
interesting eventsin the trial. That is, for the selected metric in the selected trial, the database will calcu-
late the weighted relative variance for each event across all threads of execution, in order to find the top
four "significant" events. These events are selected by calculating: stddev(exclusive) / (max(exclusive) -
min(exclusive)) * exclusive percentage. After selecting the top four events, they are graphed in an
OpenGL window.

Figure8.1. 3D Visualization of multivariate data

Correlation of top 4 variant events

FipavierPlon | Axes | Colorzale DL
Poini size O
Posini deiail - O

8.2. Data Summary

In order to see a summary of the performance data in the database, select the "Show Data Summary"
item under the "Visualization" main menu item.
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Figure 8.2. Data Summary Window
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8.3. Creating a Boxchart

In order to see a boxchart summary of the performance data in the database, select the " Create Boxchart"
item under the "Visualization" main menu item.

Figure 8.3. Boxchart
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TAU/PerfExplorer: Distributions of, Significant Events
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8.4. Creating a Histogram

In order to see a histogram summary of the performance data in the database, select the "Create Histo-
gram" item under the "Visualization" main menu item.

Figure 8.4. Histogram
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TAU/PerfExplorer: Distributions of Significant Events
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8.5. Creating a Normal Probability Chart

In order to see anormal probability summary of the performance data in the database, select the "Create
Normal Probability" item under the "Visualization" main menu item.

Figure 8.5. Normal Probability
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Chapter 9. Views

Often times, data is loaded into the database with multiple parametric cross-sections. For example, the
charts available in PerfExplorer are primarily designed for scalability analysis, however data might be
loaded as a parametric study. For example, in the following example, the data has been loaded with three
problem sizes, MIN, HALF and FULL.

Figure 9.1. Potential scalability data organized as a parametric study
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In order to examine this data in a scalability study, it is necessary to reorganize the data. However, it is
not necessary to re-load the data. Using views in PerfExplorer, you can re-organize the data based on
valuesin the database.

9.1. Creating Views

To create a view, select the "Create New View" item under the "Views' main menu item. The first step
is to select the table which will form the basis of the view. The three possible values are Application,
Experiment and Tridl:

Figure9.2. Selecting a table
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Views
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After selecting the table, you need to select the column on which to filter

Figure 9.3. Selecting a column
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After selecting the column, you need to select the operator for comparing to that column:
Figure 9.4. Selecting an operator
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After selecting the operator, you need to select the value for comparing to the column

Figure 9.5. Selecting a value
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After selecting the value, you need to select a name for the view:

Figure 9.6. Entering a namefor the view
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After creating the view, you will need to exit PerfExplorer and re-start it to see the view. This is a
known problem with the application, and will be fixed in afuture release.

Figure9.7. The completed view
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9.2. Creating Subviews

In order to create sub-views, you first need to select the "Create New Sub-View" item from the "Views"

main menu item. The first dialog box will prompt you to select the view (or sub-view) to base the new
sub-view on:

Figure 9.8. Selecting the base view
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Views

After selecting the base view or sub-view, the options for creating the new sub-view are the same as cre-
ating a new view. After creating the sub-view, you will need to exit PerfExplorer and re-start it to see
the sub-view. Thisis aknown problem with the application, and will be fixed in a future release.

Figure 9.9. Completed sub-views
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Chapter 10. Running PerfExplorer
Scripts

As of version 2.0, PerfExplorer has officialy supported a scripting interface. The scripting interface is
useful for adding automation to PerfExplorer. For example, a user can load atrial, perform data reduc-
tion, extract out key phases, derive metrics, and plot the result.

10.1. Analysis Components

There are many operations available, including:

» BasicStatisticsOperation

» CopyOperation

» CorrelateEventsWithMetadata
» CorrelationOperation

» DeriveMetricOperation

» DifferenceMetadataOperation
» DifferenceOperation

» DrawBoxChartGraph

» DrawGraph
 DrawMMMGraph

» ExtractCallpathEventOperation
» ExtractEventOperation

e ExtractMetricOperation

» ExtractNonCallpathEventOperation
» ExtractPhasesOperation

» ExtractRankOperation

» KMeansOperation

» LinearRegressionOperation

* LogarithmicOperation

* MergeTrialsOperation

» MetadataClusterOperation

*  PCAOperation
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Running PerfExplorer Scripts

» RatioOperation
e ScalabilityOperation
*  TopXEvents

*  TopXPercentEvents

10.2

Scripting Interface

The scripting interface is in Python, and scripts can be used to build analysis workflows. The Python
scripts control the Java classes in the application through the Jython interpreter (http://www.jython.org/).
There are two types of components which are useful in building analysis scripts. The first type is the
PerformanceResult interface, and the second is the PerformanceAnalysisComponent interface. For docu-
mentation on how to use the Java classes, see the javadoc in the perfexplorer source distribution, and the
example scripts below. To build the perfexplorer javadoc, type

%./ make javadoc

in the perfexplorer source directory.

10.3. Example Script

fromglue inmport PerformanceResult
fromglue inport PerformanceAnal ysi sQperation
fromglue inport ExtractEvent Operation
fromglue inport Wilities

fromglue inport BasicStatisticsOperation
fromglue inport DeriveMetricOperation
fromglue inport MergeTrial sOperation
fromglue inport Trial Result

fromglue inport AbstractResult

fromglue inport DrawMVMZ aph

from edu. uoregon. tau. perfdnf inport Trial

fromjava.util inmport HashSet
fromjava.util inmport ArrayLi st
True =1
False = 0
def glue():
print "doing phase test for gtc on jaguar”
# load the trial
Uilities.setSession("perfdnf.denm")
triall = Utilities.getTrial("gtc_bench", "Jaguar Conpiler Options", "fasts
resultl = Trial Result(triall)

print "got the data"
# get the iteration inclusive totals

events = ArraylLi st ()
for event in resultl. getEvents():
#if event.find("lteration") >= 0 and resultl. get Event G oupNane(eve
if event.find("Iteration") >= 0 and event.find("=>") < O:
event s. add( event)

extractor = ExtractEvent Qperation(resultl, events)
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Running PerfExplorer Scripts

extracted = extractor. processData().get(0)
print "extracted phases”
# derive metrics

derivor DeriveMetricOperation(extracted,
derived derivor. processDat a(). get (0)
nmerger = MergeTri al sOperation(extracted)
nmer ger . addl nput (deri ved)

extracted = nerger. processData().get(0)
derivor = DeriveMetricOperation(extracted,
derived = derivor. processData().get(0)
nmerger = MergeTri al sOperation(extracted)
nmer ger . addl nput (deri ved)

extracted = nerger.processData().get(0)
derivor = DeriveMetricOperation(extracted,
derived derivor. processDat a(). get(0)
nmerger = MergeTri al sOperation(extracted)
nmer ger . addl nput (deri ved)

extracted = nerger. processData().get(0)
derivor = DeriveMetricQOperation(extracted,
derived = derivor. processData().get(0)
merger = MergeTri al sOperation(extracted)
nmer ger . addl nput (deri ved)

extracted = nerger. processData().get (0)

nmer ger . addl nput (deri ved)

"PAPI _L1_TCA",

"PAPI L1 _TCM', D

"PAPI L1_TCA-PAPI L1 _TCM', "PAP

"PAPI _L1_TCM',

"PAPI _L2_TCM', C

"PAP| L1_TCM PAPI L2_TCM', "PAP

derivor = DeriveMetricOperation(extracted, "PAPI _FP_INS",
derived = derivor. processData().get(0)

nmerger = MergeTri al sOperation(extracted)

extracted = nerger.processData().get(0)

derivor = DeriveMetricOperation(extracted, "PAPI _FP_|I NS"

derived = derivor. processData().get(0)
merger = MergeTrial sOperation(extracted)
nmer ger . addl nput (deri ved)

extracted = nerger. processData().get(0)

print "derived netrics..."

# get the Statistics

dostats = BasicStatisticsOperation(extracted, Fal se)

stats = dostats. processData()
print "got stats..."
return

for metric in stats.get(0).getMetrics():
grapher = DrawMVWMG aph( st ats)
netrics = HashSet ()
nmetrics.add(nmetric)
grapher.set _metrics(metrics)

gr apher.
grapher.
grapher.
grapher.
grapher.
gr apher.

setTitle("GIC Phase Breakdown: " + netric)
set Seri esType( Dr awMVMZ aph. TRI ALNAME) ;

set Cat egor y Type( Dr awMVM=E aph. EVENTNAME)
set Val ueType( Abstract Resul t. | NCLUSI VE)

set XAxi sLabel ("lIteration")

set YAxi sLabel ("I nclusive " + netric);

# grapher. set LogYAxi s(True)

gr apher.

processDat a()

# graph the significant events in the iteration

subsetevents = Arraylist()

"P_WALL_CLOCK_TI

"PAPI _TOT_INS',
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subset event s. add( " CHARGEI ")
subset event s. add( " PUSHI ")
subset event s. add("SH FTI ")

print "got data..."

for subsetevent in subsetevents:
events = ArraylLi st ()
for event in resultl. getEvents():
if event.find("lteration") >= 0 and event.rfind(subseteven

event s. add(event)

extractor = ExtractEvent Cperation(resultl, events)

extracted

extractor. processDat a().get (0)

print "extracted phases..."

# get the Statistics
dostats = BasicStatisticsOperation(extracted, Fal se)

stats = dostats.

processDat a()

print "got stats..."

for metric in stats.get(0).getMetrics():

gr apher
netrics

netrics.
gr apher.
gr apher.
. set Seri esType( DrawmWa aph. TRI ALNAME) ;

. set Cat egor yType( Dr anVMMG aph. EVENTNANME)

grapher
grapher

grapher.

= Dr awMVMG aph( st at s)

= HashSet ()

add(netric)

set_metrics(netrics)
setTitle(subsetevent + ", " + netric)

set Val ueType( Abstract Resul t. | NCLUSI VE)

# grapher. set LogYAXi s(True)

gr apher. processbDat a()
return
print "--------------- JPython test script start ------------ "
gl ue()
print "---------------- JPython test script end ------------- "
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Chapter 11. Derived Metrics

11.1.

11.2.

11.3.

Sometimes metrics in a profile need to be combined to create a derived metric. PerfExplorer alows the
user to create these using the derived metric expression tab.

CreatingExpressions

The text box at the top of the tab alows the user to enter an expression. Double clicking on a metric in
the "Performance Data" tree will copy that metrics name into the box. If a metric contains any operands,
the whole metric must be surrounded by quotes. If the you would like of the metric to be renamed, then
you should start the expression with the new name and and equals sign.

If this is the only metric you wish to derive, then select the trial, expression or application where the
metric should be derived and then click apply. If you wish to derive many metrics, then click Add to List
and create more expressions.

Selecting Expressions

If you have added multiple expressions, you can select one or many of them to apply. They will be de-
rived from top to bottom. After you have select some, you can select the trial, experiment or application
to apply the expression to and then click apply.

Expression Files

Y ou can also derive metrics using an expression file. An expression file has a single expression per line.
To parse the file, select the trial, experiment or application to apply the expressions to; then select File >
Parse Expression File and chose thefile.
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